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DETAILED ACTION 

1 . This is the initial office action for Application* 10/645501 filed on 22 August 
2003 with amended drawings received on 16 December 2003. Claims 1-28 are 
currently pending and have been considered below. 

Claim Objections 

2. Claim 9 is objected to because of the following informalities: reference is made 
to "the helper driver", but no helper driver was mentioned in the claim or its antecedent 
claim. Appropriate correction is required. 

Claim Rejections -35USC§102 

3. The following is a quotation of the appropriate paragraphs of 35 U.S.C. 1 02 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1) an application for patent, published under section 122(b), by 
another filed in the United States before the invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed in the United States before the invention by the 
applicant for patent, except that an international application filed under the treaty defined in section 
351(a) shall have the effects for purposes of this subsection of an application filed in the United States 
only if the international application designated the United States and was published under Article 21(2) 
of such treaty in the English language. 

4. Claim 6 is rejected under 35 U.S.C. 102(e) as being anticipated by Stokes et al 
(US PGPub: 2004/0230988). 

5. As per Claim 6, Stokes et al discloses the invention substantially as claimed 
including a method used while assembling in processor memory a stack of device 
objects (DOs) representing a device, the operating system of the processor having a 
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kernel, the device having a corresponding physical device object (PDO), the method . 
comprising: 

a) determining a first driver registered to the device (para. [0034]-[0039])\ 

b) invoking the first driver, which includes passing the PDO of the device to the 
first driver (para. [0034]-[0039])\ and 

c) passing the PDO from the first driver to a second driver or to a component of the 
kernel (para. [0034]-[0039]). 

Claim Rejections - 35 USC § 103 

6. The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

7. Claims 1-5, 7-14, 20-28 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over AAPA (Applicant's Admitted Prior Art) in view of Stokes et al (US 
PGPub: 2004/0230988). 

8. As per Claim 1, AAPA discloses the invention substantially as claimed including 
a method used while building in processor memory a stack of device objects (DOs) 
representing a device, using a multi-role driver for a plurality of roles at least one of 
which corresponds to the device (pg 2, para. [0004] and [0005]). 

9. AAPA does not disclose registering a plurality of helper drivers so as to uniquely 
correspond to the plurality of roles, respectively, each helper driver mapping uniquely to 
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one of the multiple roles of the multi-role driver, respectively; and indirectly specifying a 
corresponding one of the multiple roles of the multi-role driver by specifying the helper 
driver mapped thereto. Stokes et al discloses including an intermediate driver in 
between a device driver and a computer's operating system that is registered in place of 
the original device driver and forwards all attempts at accessing the device from the 
intermediate driver to the device driver (para. [0034], [0038] and [0039]). 

10. It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the method of AAPA with the teachings of Stokes et al . One would 
have been motivated by the ability of the intermediate driver to allow for the extension of 
functionality of the original device driver, such as offering support to a new device, 
without needing to modify the original driver file or interrupt the functionality of the 
original driver (Stokes et al, para. [0040]-[0045]) . 

11. As per Claim 2, AAPA discloses wherein the multi-role driver is operable to run 
in the WINDOWS Driver Model environment (para. [0004]). Stokes et al discloses 
wherein the helper drivers are operable to run in the WINDOWS Driver Model 
environment (para. [0034]). 

12. As per Claim 3, AAPA discloses wherein a role is determined according to a 
device type for which the multi-role driver is invoked and the extent of the stack at the 
point at which the multi-role driver is invoked (para. [0008]). 
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13. As per Claim 4, AAPA discloses wherein each of the multiple roles, in the multi- 
role driver has a corresponding DOPush function (para. [0007] and [0008]). Stokes et al 
discloses wherein the intermediate driver can access the functionality of the original 
driver (para. [0034], [0038] and [0039]). 

14. As per Claim 5, Stokes et a I discloses wherein each intermediate driver 
communicates with an original device driver, accessing the same functions that would 
be accessed by calls made by the operating system (para. [0034], [0039] and [0040]). 

1 5. As per Claim 7, AAPA discloses the invention substantially as claimed including 
a method used while assembling in processor memory a stack of device objects (DOs) 
representing a device, the device having a corresponding physical device object (PDO), 
the method comprising: 

a) determining a driver registered to the device (para. [0003]-[0005])\ and 

b) invoking the driver, which includes passing the PDO of the device to the driver 
(para. [0006]). 

16. AAPA does not disclose passing the PDO away from the driver without 
attempting to attach to the stack a DO corresponding to the driver. Stokes et al 
discloses the use of an intermediate driver that is registered with the operating system 
instead of the original device driver and forwards necessary data structures and 
requests to said device driver (para. [0034], [0038], [0039]). 



Application/Control Number: 10/645,501 Page 6 

Art Unit: 2194 

1 7. It would have been obvious to one of ordinary skill in the art at the time of 

* 

invention to modify the method of AAPA with the teachings of Stokes et al . One would 
have been motivated by the ability of the intermediate driver to allow for the extension of 
functionality of the original device driver, such as offering support to a new device, 
without needing to modify the original driver file or interrupt the functionality of the 
original driver (Stokes et al, para. [0040]-[0045]) . 

18. As per Claim 8, AAPA discloses the invention substantially as claimed including 
a method used while assembling in processor memory a stack of device objects (DOs) 
representing a device, there being a multi-role driver for a plurality of roles at least one 
of which corresponds to the device, the device having a corresponding physical device 
object (PDO), the method comprising: 

a) providing a plurality of DOPush functions in a multi-role driver (para. [0007]): 

b) loading the multi-role driver into the memory (para. [0005])\ and 

c) invoking one of the DOPush functions, which includes passing the PDO of the 
device to the invoked DOPush function (para. [0007]). 

1 9. AAPA does not disclose the external invoking of the functions within the multi- 
role driver. Stokes et al discloses the use of an intermediate driver that is registered 
with the operating system instead of the original device driver and forwards necessary 
data structures and requests to said device driver (para. [0034], [0038], [0039]). 

20. It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the method of AAPA with the teachings of Stokes et al . One would 
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have been motivated by the ability of the intermediate driver to allow for the extension of 
functionality of the original device driver, such as offering support to a new device, 
without needing to modify the original driver file or interrupt the functionality of the 
original driver (Stokes et al. para. [0040J-[0045]). 

21 . As per Claim 9, AAPA discloses wherein a routine is called to pass the 
necessary data to the device driver function (para. [0005]). Stokes et a I discloses 
wherein the intermediate driver is used to make all necessary calls to the device driver 
for the operating system (para. [0034], [0038], [0039]). 

22. As per Claim 10, AAPA discloses wherein the multi-role driver is operable to run 
in the WINDOWS Driver Model environment (para. [0004]). 

23. As per Claim 1 1 , Stokes et al discloses only the intermediate driver being directly 
accessible by the operating system (para. [0034], [0038], [0039]). 

24. As per Claim 12, AAPA discloses wherein a role is determined according to a 
device type for which the multi-role driver is invoked and the extent of the stack at the 
point at which the multi-role driver is invoked (para. [0008]). 

25. As per Claim 13, AAPA discloses the invention substantially as claimed including 
a method used while assembling in processor memory a stack of device objects (DOs) 
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representing a device, the method comprising: providing a multi-role driver for a plurality 
of device types (para. [0005]). 

26. AAPA does not disclose not registering, in the registry of the operating system, 
the multi-role driver as having a role in assembly of the stack. Stokes et al discloses the 
use of an intermediate driver that is registered with the operating system instead of the 
original device driver and forwards necessary data structures and requests to said 
device driver (para. [00341 [00381 [0039]). 

27. It would have been obvious to one of ordinary skill in the art at the time of 
invention to modify the method of AAPA with the teachings of Stokes et al . One would 
have been motivated by the ability of the intermediate driver to allow for the extension of 
functionality of the original device driver, such as offering support to a new device, 
without needing to modify the original driver file or interrupt the functionality of the 
original driver (Stokes et al, para. [0040]-[0045]). 

28. As per Claim 14, AAPA discloses wherein the multi-role driver is operable to run 
in the WINDOWS Driver Model environment (para. [0004]). 

29. As per Claim 20, being the apparatus performing the method of Claim 1, is 
rejected for the same reasons as Claim 1 above. 

30. As per Claim 21, being the apparatus performing the method of Claim 2, is 
rejected for the same reasons as Claim 2 above. 
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31 . As per Claim 22, being the apparatus performing the method of Claim 3, is 
rejected for the same reasons as Claim 3 above. 

32. As per Claim 23, being the apparatus performing the method of Claim 4, is 
rejected for the same reasons as Claim 4 above. 

33. As per Claim 24, being the code arrangement on a machine-readable medium 
with said code arrangement performing the method of Claim 1, is rejected for the same 
reasons as Claim 1 above. 

34. As per Claim 25, being the code arrangement on a machine-readable medium 
with said code arrangement performing the method of Claim 2, is rejected for the same 
reasons as Claim 2 above. 

35. As per Claim 26, being the code arrangement on a machine-readable medium 
with said code arrangement performing the method of Claim 3, is rejected for the same 
reasons as Claim 3 above. 

36. As per Claim 27, being the code arrangement on a machine-readable medium 
with said code arrangement performing the method of Claim 4, is rejected for the same 
reasons as Claim 4 above. 
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37. As per Claim 28, being the code arrangement on a machine-readable medium 
with said code arrangement performing the method of Claim 5, is rejected for the same 
reasons as Claim 5 above. 

38. Claims 15-19 are rejected under 35 U.S.C. 103(a) as being unpatentable over 
Stokes et al (US PGPub: 2004/0230988) in view of AAPA (Applicant's Admitted Prior 
Art), 

39. As per Claim 15, Stokes et a I discloses the invention substantially as claimed 
including a code arrangement on a machine-readable medium execution of which 
facilitates assembling in processor memory a stack of device objects (DOs) 
representing a device, the machine-readable code arrangement comprising: 

a) a plurality of helper driver code portions (para. [0034], [0038], [0039]); and 

b) an installer code portion for registering the plurality of helper driver code 
portions so as to uniquely map to the multiple roles, respectively; each helper driver 
code portion being operable to receive a corresponding PDO and pass the PDO to 
another driver (para. [0034], [0038], [0039])(This is inherent, since the helper driver 
must register with the operating system). 

40. Stokes et a I does not disclose a multi-role driver code portion which corresponds 
to the device, the multi-role driver being executable from the plurality of helper drivers 
based on the functionality being accessed, or the attaching of the helper drivers to the 
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stack without attaching the multi-role driver to the stack. AAPA discloses a multi-role 
driver capable of mapping to many roles of a device (para. [0004]-[0006]). 

41 . One of ordinary skill in the art at the time of invention would have been motivated 
to modify the code arrangement discussed by Stokes et a I with the teachings of AAPA 
to allow for the distribution of multiple devices drivers in one binary file, thereby 
simplifying the packaging and distribution of the driver and allow for the extending of 
functionality of said multi-role driver in the event that a portion of the driver code 
required updating. 

t 

42. As per Claim 16, AAPA discloses wherein the machine-readable code comprises 
instructions for the multi-role driver to be operable to run in the WINDOWS Driver Model 
environment (para. [0004]). Stokes et a I discloses wherein the helper drivers are 
operable to run in the WINDOWS Driver Model environment (para. [0034]). 

43. As per Claim 17, AAPA discloses wherein the machine-readable code comprises 
instructions for a role to be determined according to a device type for which the multi- 
role driver is invoked and the extent of the stack at the point at which the multi-role 
driver is invoked (para. [0008]). 

44. As per Claim 18, Stokes et a I discloses wherein the functionality of the device 
driver is exposed to the operating system via the intermediate driver (para. [0034], 
[0038], [0039]). 
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45. As per Claim 19, Stokes et al discloses wherein each intermediate driver 
communicates with an original device driver, accessing the same functions that would 
be accessed by calls made by the operating system (para. [0034], [0039] and [0040]). 

Conclusion 

46. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure: 

a) Hvder et al (US Pat: 6,233,624) discloses a system and method for layering 
network device drivers on a Windows system; 

b) Duncan et al (US Pat: 5,675,781) discloses a method of managing storage 
volumes on a computer 

c) Shaw et al (US Pat: 5,604,843) discloses a method and system of minidrivers 
that can be used to implement or extend the functionality of a device driver; 

d) Simpson et al (US PGPub: 2003/0140095) discloses the use of universal 
drivers to allow for a generic interface for device drivers on different platforms; 
and 

e) Bader et al (US Pat: 6,230,118) discloses a system utilizing universal drivers 
with a particular device class and further utilizing minidrivers for any functions 
specific to a particular device. 
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47. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Richard Pantoliano Jr whose telephone number is (571) 
270-1049. The examiner can normally be reached on Monday-Thursday, 8am - 4 pm 
EST. 

48. If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, William Thomson can be reached on (571)272-3718. The fax phone 
number for the organization where this application or proceeding is assigned is 571- 
273-8300. 

49. Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 
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